Dust Extraction

Increase Your Reach Without Losing Suction Power

Whether you'ra in the shap ar an the jobsite, you depend on the powerful and sustained suction force ofyour CT Dust Extractor.
You rely on its ability to reduce cleanup, create smaoather finishes, extend the life of your tools and protect the air that you breathe—
no matter how faryou're working from it. With the Festool System, you can easily extend your reach, while maintaining the high
performance you've come to expect.

£2.5" Dual-Hose Option

CT D50 13 D50 13" ‘ m

13" D50 Hase 2 452 BYD
14.5 027 Hose 2z 452 BED
Y-Pieca 1 452 BYE
050 Roiating Conmector s 452 BYE
Connacior Sleeye 2 L3 04T

Steps: Staring ar the CT, connect [2] 15 D50 Hoses, than cannec the D50 Hose 1o
the ¥-Piece. Connect [1] 1545 D27 Hose 1o each end aof the Y- Plece. Conmect
the ends of the DZY Hoses 1o the 1ools for 3 1ozl hase lengih of 2.5

TIP: For smaller sanders [ETS 125, 0TS £30, B TS L300, y ou can @oiend ow 1054 using an 115 D27 Hase
|S52 BPEY, 3] D2T rocaung conneoors [§52 B9 2) and [2] addivonal connad o sooves (B2 3 06T

£%.5° Hose Option

GO ozws | ozws | ozies  Tool |
Produr | Owey | homMe

14.5° 027 Hose 3 453 880
D7 Ronauing Canmecior z 452 892
Cannecor Slegye z 433 047

Steps: SIarung ar the CT, connect [3] 16.5 027 Hoses mgether for & 1ozl 1engrh of 45.5

TiP- For smaller sarders [ETS 125, 0TS 408, RTS £08], you can exsand our o £1° using
an L5 D27 Heesa 452 B7E], 3 [1] DT roramng oonneosor (452 B92].

82.5" Hose Option

16.5 D34 Hose 2 4£52 BE4
16.5 DZY Hose 3 452 BED
03& Rotaning Connecnor 2 L52 BY4
OZ7 Rowating Conneonar 2 4532 B¥Z
Connecar Slesya & L5047

Steps: Sw@rming ar the CT, connect the [2] 16.5° D34 Hoses, then connect the
[3] 14.5° D27 Hoses far a tozal Langth of 825

TIF: Il you don'n need B2.5 you can swap ow the [2] 145" D38 Hoses for[1]
' O35 Hoss 52 E94] giving you & 103l Langth of T2.50
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74" Hose Option

050 050 D50 D50 . : . i

cT Lo - L D27 16.5 D27 16.5 D27 165 D27 115 o
TooL

B.25 D50 Hose § 452 B8

14.5 D27 Hose 3 452 880

11.5 D27 Hase | 452 878

D50 RoTating Connecior & 457 89%

D027 Rotating Connecior 3 452 892

Connector Slaaee 7 493 047

Steps: Starmng an the CT, connect the [4) 8.25 050 Hoses, then connedt the [3) 165
D27 Hoses, and finally the [1] 11.5° 027 Hose tor @ tonal length of 94

TIP: For i im Um st exracton, i shormning or lengihening tha mal hose leagth, v recommended
than close 1o £0% of tha mial kengeh consiszs ol a 05D Hosewhile the other $0% conssis of a 027 Hasa.

Connecting Hoses

Connecting the hoses to each other is a simple process requiring twio rotating connectors, a connector
sleeve, and a screwdriver or similar tool to remiowve the reducing sleeve from the hose.

1. Femiove the reducing 2 Amach the approprace 3. Connect hseswith conneoar sleese.
Slegye from the hose. IMETING comnecuar.
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